Amendments to the Abstract are as follows: 

A CPP giant magnetoresistive head includes lower and upper shield 
layers; and a giant magnetoresistive element disposed between the upper 
and lower shield layers and comprising a pinned magnetic layer, a free 
magnetic layer, and a nonmagnetic layer disposed between the pinned 
magnetic layer and the free magnetic layer. Th e CPP giant magn e tor e sistiv e 
h e ad furth e r i nc l ud e s Llarge-area nonmagnetic metal films are p rovided 
directly above the lower shield layer and below the upper shield layer 
makinq to mak e direct contact with and having larger areas than the pinned 
magnetic layer and the free magnetic layer, of th e g i ant magn e tor e sist i ve 
e l e m e nt, respectively, ,, and th e larg e a r e a nonmagn e t i c m e ta l films h a v o 
larg e r ar e as than thos e of th e pinn e d magn e tic lay e r and th e froo magn e tic 
l ay e r, respectiv el y. Furth e rmore, Anan.antiferromagnetic layer is provided in 
the rear of the giant magnetoresistive element in the height direction, for 
pinning the magnetization direction of the pinned magnetic layer. 
Alternatively, the dimension of the pinned magnetic layer in the height 
direction is mad e suffici e nt l y larger than the dimension in the track width 
direction so that the magnetization direction of the pinned magnetic layer is 
stabilized by shape anisotropy without using an antiferromagnetic layer. 
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